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THE

TALON

Illumination
80,000 hour LEDs until 70% (approx. 18 years of optimum 
LED efficiency)

High-Intensity LED lighting for incredibly 
efficient illumination

Cabinet Depth
3 5/8” for Single-Sided Signs

4 5/8” for Double-Sided Signs

Minimum Brightness
580 LUX (Avg Border, Message, Background)

Message Face
Sign lengths available: 48”, 72”, & 96”

Sign heights available: 15”, 18”, & 24”

Electrical
48" sign → ~33W

72" sign → ~49W

96" sign → ~66W 

Construction
Manufactured under Temple’s ISO 9001:2015 compliant 
Quality Management System

Wind Load Tested to 150mph winds

Drop-down door for easy access to the LEDs and sign face

Mounting Interface
Pelco Span Wire and Mast Arm Hardware Compatible

Customization Options
Side of Pole mounting options available

Custom Logos

Photocell / Junction box

Warranty
5-Year Warranty

Manufactured, Assembled, 
and Engineered in USA:
The TALON is Build America Buy America Act 
(BABA) Compliant

The TALON is Temple’s latest Illuminated Street Name Sign (ISNS) product. 
Manufactured in Decatur, Alabama, the TALON is built for front-access serviceability. 
Transportation agencies and traffic departments continue to use LED signage to 
increase visibility of roadway messaging and wayfinding. MUTCD’s guidelines state 
that signage should enhance the legibility and visibility of signs, especially at night or 
in low-light conditions. Enhance your streets with the TALON!


