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IMPORTANT NOTES, (A) (B) & (C):

PELCO SE-5214 KIT
SPAN WIRE
SIGN BRACKET (x2)

(A) HARDWARE PROVIDED BY TEMPLE EDGE-LIT.
SAFETY CABLES AND TETHER WIRE RINGS (B)
ARE NECESSARY TO KEEP SIGN IN PLACE AND
FUNCTIONAL. THE PELCO SP-5668-SWSC KIT (C)
PROVIDES TWO (2) SAFETY CABLES WITH
LOCKING RING CONNECTORS AND TWO (2)
TETHER WIRE LOCKING RING CONNECTORS.

INSTALLATION:

1. TEMPLE EDGE-LIT SIGNS WILL USE THE PELCO SE-5214 SPAN WIRE KIT.

2. PELCO SE-5214 ATTACHES TO THE SPAN WIRE VIA SE-5214 KIT SADDLE CLAMPS.
FOR QUESTIONS, PLEASE CONTACT TEMPLE EDGE-LIT AT 800-633-3221.

3. SIGNS ARE SHIPPED IN WOODEN CRATES, AND REMOVAL OF PROTECTIVE

PACKAGING MATERIAL IS REQUIRED BEFORE INSTALLATION.

INSTALL AS SHOWN AT TOP RIGHT, WITH MOST OF THE ASSEMBLY DONE ON THE GROUND.

5. MANUFACTURER APPROVED BRACKET KIT, THE PELCO SE-5214, MUST BE

ORIENTED AS SHOWN (SEE CAPTION “A” ABOVE FOR DETAILS).
6. PELCO SE-5214 KIT’s SINGLE 11" EXTENDER ARM IS COMMONLY INSTALLED

B

ON THE END CLOSEST TO THE STRAIN POLE TO LEVEL THE SIGN, AND CAN BE CUT TO LENGTH.

7. TEMPLE RECOMMENDS 2 SAFETY CABLES, ONE FOR EACH END. SAFETY
CABLES ARE OPTIONAL AND NOT PROVIDED AS STANDARD EQUIPMENT.
LOOP SAFETY CABLE OVER MAST ARM, THROUGH ITSELF, AND THEN
PERMANENTLY ATTACH IT TO PROVIDED EYEBOLT.

8. CONNECT ELECTRICAL TERMINATIONS USING LOCALLY-APPROVED METHODS:

BLACK: LINE VOLTAGE, 120-240VAC, 50/60Hz

WHITE: NEUTRAL
GREEN: GROUND

NOTES: LOCAL AUTHORITIES ARE RESPONSIBLE FOR THE TRAFFIC SYSTEM DESIGN,

TAKING INTO ACCOUNT LOCAL ENVIRONMENTAL AND WIND LOADING CONDITIONS.

TYPICAL MOUNTING CONFIGURATION INVOLVING PELCO SE-5214 SPAN WIRE
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REQUIRED FOR INSTALLATION \ Part Number \ Qty.
PELCO SE-5214 SPAN WIRE SIGN BRACKET KIT
Includes (2) span wire saddles, two (2) tri-stud hanger bodies, SE-5214 1
(1) 11” extender, (2) clevis hangers, and two (4) clevis pins,
(2) cotter pins, pius stainless steel nuts, bolts, & washers.
PELCO SPAN WIRE SAFETY CABLE KIT
(Includes two (2) safety cables with locking connectors, SP-5668-SWSC 1
and two (2) tether wire locking connectors).
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